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   제품 설명 (Description)  

에코실은 모든 주철과 중합금 주물의 제조를 위한 벤토나이트 점결제로 사용 되는 생형용 

“씨콜”로써 엄선된 것이며, 특히 조형과 주물에 대한 다음과 같은 특성을 가지고 있습니다. 

Ecosil is a selected “seacoal” for the use in bentonite bonded moulding materials for all iron and 

heavy metal alloys. In particular, it demonstrates the following characteristics with regard to the 

moulding and casting; 

l 주형재와 주물의 분리 용이 (Moulding material separates easily from the casting) 
l 주형재와 붕괴성 향상 (Moulding material back down well) 
l 미려한 표면처리 능력 (Smooth surface finish) 

 

제품 물성 (Product Properties) 
 

 

* 상기 제품은 천연광물 그대로를 가공한 물질로 약간의 오차를 보일 수 있어 평균치를 기재하였습니다. 

(The data represent average values since the material is a natural product, deviations are possible) 

저장기간 (Shelf life) 

건조하고 통풍이 잘되는 장소에서 60 일 보관이 가능하며, 자연발화에 주의 하여야 합니다. 

(Limited 60 days in where dry and well-ventilated place with caution for self-ignition) 
 

포장 (Packaging)  

제품 포장은 750kg bag 으로 제공 됩니다.  Packed in 750kg jumbo bags on pallet. 
 

This information corresponds to the present state of our knowledge and is intended as a general description of our products and their possible applications. 
Clariant makes no warranties, express or implied, as to the information’s accuracy, adequacy, sufficiency or freedom from defect and assumes no liability in 
connection with any use of this information. Any user of this product is responsible for determining the suitability of Clariant’s products for its particular 
application.٭ Nothing included in this information waives any of Clariant’s General Terms and Conditions of Sale, which control unless it agrees otherwise in 
writing. Any existing intellectual/industrial property rights must be observed. Due to possible changes in our products and applicable national and 
international regulations and laws, the status of our products could change. Material Safety Data Sheets providing safety precautions, that should be 
observed when handling or storing Clariant products, are available upon request and are provided in compliance with applicable law. You should obtain and 
review the applicable Material Safety Data Sheet information before handling any of these products. For additional information, please contact Clariant. 
 

 
® Trademark registered in many countries and owned by Clariant 
© 2014 Clariant International Ltd, Rothausstrasse 61, 4132 Muttenz, Switzerlan 

광휘탄소 (Lustrous carbon) Min. 7% 

휘발분 (Volatile components) Min. 38% 

회분 (Ashes content) Max. 10% 

수분 (Moisture content) Max. 8% 

황 (Sulfur content) Max. 1.0% 

작열감량 (Loss on ignition) Min. 90% 

겉보기 밀도 (Bulk density) Approx. 600g/L 
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